In the system is noticeably fouled, add 148 to 883 ppm Busan 1078 (1.26 to 7.46 pounds or 19 to 113 fluid ounces of Busan 1078 per 1,000 gallons of water in the system). Repeat until control is achieved. Subsequent Dose: When microbial control is evident, add 35 to 219 ppm Busan 1078 microbicide (0.3 to 1.86 pounds or 4.5 to 28 fluid ounces of Busan 1078 per 1,000 gallons of water in the system) depending upon the severity of contamination to control bacteria, fungi, and algae which cause fouling in industrial water systems. Agitate slowly for 5 minutes, or until the flow begins to drip. Repeat this procedure two more times.

4. When the system is noticeably fouled, apply 148 to 883 ppm Busan 1078 microbicide (1.26 to 7.46 pounds or 19 to 113 fluid ounces of Busan 1078 per 1,000 gallons of water in the system). Repeat until control is achieved. Subsequent Dose: When microbial control is evident, add 35 to 219 ppm Busan 1078 microbicide (0.3 to 1.86 pounds or 4.5 to 28 fluid ounces of Busan 1078 per 1,000 gallons of water in the system) depending upon the severity of contamination to control bacteria, fungi, and algae which cause fouling in industrial water systems. Agitate slowly for 5 minutes, or until the flow begins to drip. Repeat this procedure two more times.

5. When the system is noticeably fouled, apply 148 to 883 ppm Busan 1078 microbicide (1.26 to 7.46 pounds or 19 to 113 fluid ounces of Busan 1078 per 1,000 gallons of water in the system). Repeat until control is achieved. Subsequent Dose: When microbial control is evident, add 35 to 219 ppm Busan 1078 microbicide (0.3 to 1.86 pounds or 4.5 to 28 fluid ounces of Busan 1078 per 1,000 gallons of water in the system) depending upon the severity of contamination to control bacteria, fungi, and algae which cause fouling in industrial water systems. Agitate slowly for 5 minutes, or until the flow begins to drip. Repeat this procedure two more times.

6. When the system is noticeably fouled, apply 148 to 883 ppm Busan 1078 microbicide (1.26 to 7.46 pounds or 19 to 113 fluid ounces of Busan 1078 per 1,000 gallons of water in the system). Repeat until control is achieved. Subsequent Dose: When microbial control is evident, add 35 to 219 ppm Busan 1078 microbicide (0.3 to 1.86 pounds or 4.5 to 28 fluid ounces of Busan 1078 per 1,000 gallons of water in the system) depending upon the severity of contamination to control bacteria, fungi, and algae which cause fouling in industrial water systems. Agitate slowly for 5 minutes, or until the flow begins to drip. Repeat this procedure two more times.

7. When the system is noticeably fouled, apply 148 to 883 ppm Busan 1078 microbicide (1.26 to 7.46 pounds or 19 to 113 fluid ounces of Busan 1078 per 1,000 gallons of water in the system). Repeat until control is achieved. Subsequent Dose: When microbial control is evident, add 35 to 219 ppm Busan 1078 microbicide (0.3 to 1.86 pounds or 4.5 to 28 fluid ounces of Busan 1078 per 1,000 gallons of water in the system) depending upon the severity of contamination to control bacteria, fungi, and algae which cause fouling in industrial water systems. Agitate slowly for 5 minutes, or until the flow begins to drip. Repeat this procedure two more times.

8. When the system is noticeably fouled, apply 148 to 883 ppm Busan 1078 microbicide (1.26 to 7.46 pounds or 19 to 113 fluid ounces of Busan 1078 per 1,000 gallons of water in the system). Repeat until control is achieved. Subsequent Dose: When microbial control is evident, add 35 to 219 ppm Busan 1078 microbicide (0.3 to 1.86 pounds or 4.5 to 28 fluid ounces of Busan 1078 per 1,000 gallons of water in the system) depending upon the severity of contamination to control bacteria, fungi, and algae which cause fouling in industrial water systems. Agitate slowly for 5 minutes, or until the flow begins to drip. Repeat this procedure two more times.

9. When the system is noticeably fouled, apply 148 to 883 ppm Busan 1078 microbicide (1.26 to 7.46 pounds or 19 to 113 fluid ounces of Busan 1078 per 1,000 gallons of water in the system). Repeat until control is achieved. Subsequent Dose: When microbial control is evident, add 35 to 219 ppm Busan 1078 microbicide (0.3 to 1.86 pounds or 4.5 to 28 fluid ounces of Busan 1078 per 1,000 gallons of water in the system) depending upon the severity of contamination to control bacteria, fungi, and algae which cause fouling in industrial water systems. Agitate slowly for 5 minutes, or until the flow begins to drip. Repeat this procedure two more times.

10. When the system is noticeably fouled, apply 148 to 883 ppm Busan 1078 microbicide (1.26 to 7.46 pounds or 19 to 113 fluid ounces of Busan 1078 per 1,000 gallons of water in the system). Repeat until control is achieved. Subsequent Dose: When microbial control is evident, add 35 to 219 ppm Busan 1078 microbicide (0.3 to 1.86 pounds or 4.5 to 28 fluid ounces of Busan 1078 per 1,000 gallons of water in the system) depending upon the severity of contamination to control bacteria, fungi, and algae which cause fouling in industrial water systems. Agitate slowly for 5 minutes, or until the flow begins to drip. Repeat this procedure two more times.

11. When the system is noticeably fouled, apply 148 to 883 ppm Busan 1078 microbicide (1.26 to 7.46 pounds or 19 to 113 fluid ounces of Busan 1078 per 1,000 gallons of water in the system). Repeat until control is achieved. Subsequent Dose: When microbial control is evident, add 35 to 219 ppm Busan 1078 microbicide (0.3 to 1.86 pounds or 4.5 to 28 fluid ounces of Busan 1078 per 1,000 gallons of water in the system) depending upon the severity of contamination to control bacteria, fungi, and algae which cause fouling in industrial water systems. Agitate slowly for 5 minutes, or until the flow begins to drip. Repeat this procedure two more times.

12. When the system is noticeably fouled, apply 148 to 883 ppm Busan 1078 microbicide (1.26 to 7.46 pounds or 19 to 113 fluid ounces of Busan 1078 per 1,000 gallons of water in the system). Repeat until control is achieved. Subsequent Dose: When microbial control is evident, add 35 to 219 ppm Busan 1078 microbicide (0.3 to 1.86 pounds or 4.5 to 28 fluid ounces of Busan 1078 per 1,000 gallons of water in the system) depending upon the severity of contamination to control bacteria, fungi, and algae which cause fouling in industrial water systems. Agitate slowly for 5 minutes, or until the flow begins to drip. Repeat this procedure two more times.