PRECAUTIONARY STATEMENTS

HAZARDS TO HUMANS AND DOMESTIC ANIMALS

DANGER: Highly Corrosive. Causes irreversible eye damage and skin burns. Do not get in eyes, on skin, or on clothing. Wear goggles or face shield and rubber gloves when handling. Wash thoroughly with soap and water after handling and before eating, drinking, chewing gum, using tobacco, or going to the toilet. Remove and wash contaminated clothing and shoes before reuse. May be fatal if swallowed. Irritating to nose and throat. Avoid breathing dust.

ENVIRONMENTAL HAZARDS: This pesticide is toxic to fish and aquatic organisms.

PHYSICAL AND CHEMICAL HAZARDS: Strong oxidizing agent! Mix only with water. Do not mix this product with any other chemicals, including any other pool chemicals of any kind, such as other disinfection or shock pool products. Always add product to large quantities of water to dissolve product. Do not pour water into product. Use only a clean, dry utensil made of metal or plastic each time product is taken from the container. Do not add this product to any dispersing device other than a VersaChlor® Easy Feed Chlorination System. Such use may cause violent reaction leading to fire or explosion. Contamination with moisture, acids, organic matter, other chemicals (including, but not limited to cleaning chemicals and other pool chemicals), petroleum or paint products or other easily combustible materials may start a chemical reaction with generation of heat, liberation of hazardous gases and possible violent reaction leading to fire or explosion. If product becomes contaminated or decomposes do not reuse container. If possible, store container in open air or well-ventilated area. Flood with large volumes of water, if necessary, to fully dissolve product.

STORAGE AND DISPOSAL

Do not contaminate food or feed by storage, disposal, or cleaning of equipment.

PESTICIDE STORAGE: Keep this product dry in a tightly closed container when not in use. Store in a cool, dry, well-ventilated area away from heat or open flame. In case of decomposition, isolate container (if possible) and flood area with large amounts of water to dissolve all materials before discarding this container.

PESTICIDE DISPOSAL: Pesticide wastes may be hazardous. Improper disposal of excess pesticide, spray mixture or rinsewater is a violation of Federal Law. If these wastes cannot be disposed of by use according to label instructions, contact your State Pesticide or Environmental Control Agency, or the Hazardous Waste Representative at the nearest EPA Regional Office for guidance.

CONTAINER HANDLING: Nonrefillable container. Do not reuse or refill this container. Triple rinse or pressure rinse container (or equivalent) promptly after emptying.

Triple rinse as follows: Empty the remaining contents into application equipment or a mix tank. Fill the container 1/4 full with water and recap. Shake for 10 seconds. Pour rinseate into application equipment or a mix tank or store rinseate for later use or disposal. Drain for 10 seconds after the flow begins to stop. Repeat this procedure two more times. Then offer for recycling if available or place in trash collection.

LIMITED WARRANTY: The Manufacturer warrants, for a period of 1 year from purchase, that when this Product is stored and used, in all in accordance with label directions, it will be fit for its intended purpose. THE MANUFACTURER EXPRESSLY DISCLAIMS ALL OTHER EXPRESS OR IMPLIED WARRANTIES, TO THE EXTENT THIS DISCLAIMER IS PROHIBITED BY APPLICABLE LAW, ANY IMPLIED WARRANTIES ON THIS PRODUCT ARE LIMITED IN DURATION TO THE DURATION OF THIS WARRANTY. If this Product fails to conform to this Limited Warranty, the Manufacturer will refund your purchase price or furnish you with replacement product, at Manufacturer's option. This is the Manufacturer's sole liability and in no event will Manufacturer be liable for direct, indirect, special, incidental or consequential damages. To make a claim under this Limited Warranty, contact the store/dealership where you purchased this Product. This Limited Warranty gives you specific legal rights, and you may also have other legal rights which vary from state to state.

VERSACHLOR® SYSTEM CHLORINATING TABLETS WITH ANTI-SCALE ADDITIVE
- Erodes slowly to deliver long lasting uniform chlorine protection.
- Does not contain stabilizer.
- Controls bacteria and algae growth.
- Convenient, easy to use with the VersaChlor® Easy Feed Chlorination Systems.
- Does not lower pH or destroy total alkalinity.
- Commercial pool applications.

**KEEP OUT OF REACH OF CHILDREN DANGER**

- Do not mix VersaChlor® System chlorinating tablets with any other chemicals, including any pool chemicals of any kind.
- Mixing with other chemicals could cause a fire or explosion.
- Always add product to large quantities of water to fully dissolve product.
- Do not pour water into product, always add product to water.
- Do not use VersaChlor® System chlorinating tablets with stabilized chlorine or bromine tablet chemical feeders.
- See additional precautionary statements on back label.

**FIRST AID**

Contact 1-304-455-6882 or your poison control center for 24-hour emergency medical treatment information. Have the product container or label with you when calling a poison control center or doctor, or going for treatment.

**If in Eyes:** Hold eye open and rinse slowly and gently with water for 15-20 minutes. Remove contact lenses, if present, after first 5 minutes, then continue rinsing eye. Call a poison control center or doctor for treatment advice.

**If on Skin or Clothing:** Take off contaminated clothing. Rinse skin immediately with plenty of water for 15-20 minutes. Call a poison control center or doctor for treatment advice. Have person sip a glass of water if able to swallow. Do not induce vomiting unless told to do so by the poison control center or doctor. Do not give anything by mouth to an unconscious person.

**If Swallowed:** Call poison control center or doctor immediately for treatment advice. Have person sip a glass of water if able to swallow. Do not induce vomiting unless told to do so by the poison control center or doctor.

**Note to Physician:** Probable mucosal damage may contraindicate the use of gastric lavage.

**MANTENGA FUERA DEL ALCANCE DE LOS NIÑOS PELIGRO**

- No mezclar el producto VersaChlor® con otros productos químicos, incluyendo cualquier otro producto químico para piscinas de cualquier tipo.
- La mezcla con otros productos químicos podría causar un incendio o una explosión.
- Siempre agregue el producto a grandes cantidades de agua para disolverlo completamente.
- No vierta agua en el producto, siempre agregue productos al agua.
- No utilizar en alimentadores químicos de VersaChlor® con cloro o bromo de tableta estabilizada.
- Veanse las declaraciones de precaución en la etiqueta trasera.

**PRIMEROS AUXILIOS**

Llame al 1-304-455-6882 o a su centro de control de envenenamiento para obtener información sobre el tratamiento médico de emergencia las 24 horas. Tenga a mano el envase o etiqueta del producto cuando llame al centro de control de envenenamiento o al médico, o cuando intente obtener tratamiento.

**En caso de contacto con los ojos:** Mantenga los ojos abiertos y enjuague de forma lenta y suave con agua durante 15 a 20 minutos. Retire los lentes de contacto si están presentes, después de los primeros 5 minutos, luego continúe enjuagando los ojos. Llame al centro de control de envenenamiento o al médico para recibir consejos de tratamiento.

**En caso de contacto con la piel o la ropa:** Retire la ropa contaminada. Enjuague la piel inmediatamente con abundante agua durante 15 a 20 minutos. Llame al centro de control de envenenamiento o a un médico para recibir consejos sobre el tratamiento.

**En caso de ingestión:** Llame de inmediato al centro de control de envenenamiento o a un médico para recibir consejos de tratamiento. Haga que la persona beba un vaso de agua si puede tragar. No induzca el vómito a menos que lo indique el centro de control de envenenamiento o un médico. No administre nada por la boca a una persona inconsciente.

**En caso de inhalación:** Trátese a la persona al aire fresco. Si la persona no está respirando, llame al 911 o una ambulancia, después administrar respiración artificial, preferible de boca a boca, si es posible. Llame al centro de control de envenenamiento o a un médico para recibir consejos de tratamiento.

**Nota para el médico:** El daño probable a las mucosas puede contraindicar el uso de lavado gástrico.
OXIDIZER

CALCIUM HYPOCHLORITE, HYDRATED
UN2880 RQ.

5.1

EMERGENCY TELEPHONE NUMBER
1-304-455-6882

STOP! DO NOT MIX with other products or pre-dispose before use.
¡ALTO! NO MEZCLE con otros productos o deséchelo prontamente antes de su uso.
DIRECTIONS FOR USE

It is a violation of Federal law to use this product in a manner inconsistent with its labeling.

SWIMMING POOL USE
VersaChlor® System chlorinating tablets contain a minimum of 85% available chlorine. This product helps to control the growth of algae and kills bacteria.

USE DIRECTIONS
VersaChlor® System chlorinating tablets have been specifically designed for use with the VersaChlor® Easy Feed Chlorination Systems. VersaChlor® System chlorinating tablets are cube-shaped for commercial pool and spa applications.

Before loading these cube-shaped calcium hypochlorite tablets into a VersaChlor® Easy Feed Chlorination System thoroughly review and understand operating procedures for the systems as outlined in the operating manual.

To load tablets: Remove the lid from the VersaChlor® Easy Feed Chlorination System and load with VersaChlor® System chlorinating tablets. When complete, replace lid and close the tablet container.

Adjust the flow of water through the chlorinator to maintain a 1-3 ppm free available chlorine residual. To increase or decrease tablet delivery increase or decrease water flow, using the VersaChlor® Easy Feed Chlorination System’s control valve to the desired setting.

Never throw tablets directly into the pool or allow tablets to contact plastic or steel pool linings.

Do not mix this product with other chemicals, including any other pool chemicals of any kind, such as other disinfection or “shock” products. Mixing could cause a fire or explosion. Never add water into product. For best results, test your pool water prior to addition of this product and maintain pool water parameters in the ranges noted below.

This product will raise the pH of pool water. For best results, test your pool water prior to addition of this product. If your pH measures 7.4 or higher, adjust it downward so that it is between 7.2 and 7.4. This will help avoid clouding of water and allow for faster dispersion of the product.

HOW TO APPLY TO SWIMMING POOLS
REMEMBER: Never add water to product. Always add product to large quantities of water to fully dissolve. Maintain operation of your pump and filter.

Opening Pool/Initial Chlorination: Begin operation of your recirculation equipment. Balance the water by making certain the pool’s water parameters for pH, total alkalinity and water hardness are in their proper ranges. Shock treatment superchlorinate the pool. Follow label directions of the shock/superchlorinator product used as recommended. Allow 30 minutes for the product to disperse, then determine the free chlorine residual using a pool test kit. If no residual is found, superchlorinate again. Repeat treatment, as needed, until the chlorine residual is 1.0 ppm. If a stabilizer is used, check and adjust stabilizer to proper level (10-30 ppm). Do not enter the water until the free chlorine residual is 4.0 ppm or less. Wait at least 4 hours, preferably overnight, then vacuum the pool bottom. Begin routine chlorination using VersaChlor® System chlorinating tablets in your VersaChlor® Easy Feed Chlorination System.

Routine Chlorination: The pH, total alkalinity, water hardness, and stabilizer concentration must be maintained at values specified in “Regular Treatment for Commercial Pools in Use.” Actual dosages of this product required to maintain the desired free chlorine residual will vary with sunlight, water temperature, biding load, stabilizer concentration, water balance, and other factors. Use a test kit to determine and maintain the proper free chlorine residual. Do not enter the pool until the free chlorine residual has dropped to 4.0 ppm or less as measured using your test kit.

ADDITIONAL INSTRUCTIONS FOR SWIMMING POOL CARE
Regular Treatment for Commercial Pools in Use: Maintain pool water parameters as follows: adjust pH to 7.2-7.4, free chlorine residual 1-4 ppm, total alkalinity 80-100 ppm, stabilizer 10-30 ppm, and water hardness at 200 ppm minimum. Obtain and make use of a pool test kit to measure the levels.

Proper Water Balance and Use of Stabilizer: Maintaining the proper pH, total alkalinity, and water hardness is necessary to obtain proper water balance, and help avoid problems such as cloudy water, scaling, corrosion and swimmer discomfort. Stabilizer/cyanuric acid slows down the rate at which chlorine is destroyed by sunlight. Follow carefully the directions given with the product when using a stabilizer. Kits for testing free chlorine, pH, total alkalinity, water hardness, and cyanuric acid concentration are an integral part of a proper program for controlling the quality of your pool water. The kits are inexpensive and available from most pool chemical dealers.

How to Determine the Capacity of Your Pool
First: Approximate the average depth in feet by adding the depth at the deep end to the depth at the shallow end and divide the total by two.

Then:
For rectangular or square pools: Multiply length (ft) x width (ft) x average depth (ft) x 7.5 = capacity of pool in gallons.

For circular pools: Multiply diameter (ft) x diameter (ft) x average depth (ft) x 5.9 = capacity of pool in gallons.

For oval pools: Multiply long axis (ft) x short axis (ft) x average depth (ft) x 5.9 = capacity of pool in gallons.

Note: If pool has sloping sides, multiply total gallons calculated by 0.85 to arrive at the capacity of your pool.

End of Season: At the end of the swimming pool season, or when the water is to be drained from the pool, chlorine must be allowed to dissipate from treated pool water before discharge. Do not chlorinate the pool within 24 hours prior to discharge.

SPA USE
Spas/Hot-Tubs: Apply 0.5 ounces of product per 500 gallons of water to obtain a free available chlorine concentration of 5 ppm, as determined by a suitable chlorine test kit. Adjust and maintain pool water pH to between 7.2 and 7.8. Some oils, lotions, fragrances, cleaners, etc. may cause foaming or cloudy water as well as reduce the efficiency of the product. To maintain the water, apply 0.5 ounces of product per 500 gallons of water using the VersaChlor® Easy Feed Chlorination System, to maintain a chlorine concentration of 5 ppm.

NSF 50 Listing: Only VersaChlor® System chlorinating tablets may be used with the VersaChlor® Easy Feed Chlorination Systems for commercial pools and spas in compliance with NSF/ANSI Standard 50. Use of any other tablets will void this NSF 50 listing.

EPA Reg. No. 748-309
EPA Est. No. 58401-IL-1
Axiall Product No. 8800113
LA375TVSC-914A