MILDEW CHECK® Multi-Purpose Wash

Where To Use:
Recommended for use on painted, stained, or bare wood siding, wood fences, aluminum siding, stucco, roofing, brick or cement block, concrete walkways and walls, ceramic tile and grout. May be used to clean surfaces prior to painting or for routine cleanup.

Volume: 1 Gallon (3.78 L)

Usage: 1-2oz to 6oz (30-180 ml) per square foot

Care: Non-toxic, non-flammable

Surface Preparation:
MILDEW CHECK Multi-Purpose Wash should be applied with the spray equipment recommended for use with the product.

Topcoat Recommendations:
For best results, when using this product as a stain. For best results, when using this product as a topcoat, it is recommended to topcoat with any high quality paint or architectural finishes.

Inert Ingredients:
- 99.77% Inert Ingredients
- 3-Iodo-2-Propynyl Butyl Carbamate 0.23%

EPA Reg. No.: 56601-2

Potential Hazards:
- Skin Irritation
- Eye Irritation

Application Precautions:
- Hose. Galvanized steel spray equipment MUST NOT be used.
- MILDEW CHECK Multi-Purpose Wash should be applied with the spray equipment recommended for use with the product.

Application Instructions:
- If the solution begins to lose its effectiveness after 2 hours and must be discarded.

Area Preparation:
- Soil and foliage, and rinse well with water. Prevent solution from coming in contact with surfaces which might be damaged.

Commercial Users:
- Nonrefillable container. Do not reuse or refill this container. Securely wrap original container in several layers of newspaper and discard in trash or offer for recycling if available.

STORAGE:
- Store out of the reach of children. Protect from freezing. Store at temperatures between 50°F (10°C) and 120°F (49°C).

CONTAINER HANDLING:
- Commercial Users:
  - Drain for 10 seconds after flow begins to drip. Fill the container 1/4 full with water and recap. Shake for 10 seconds. Pour rinse water out of container.

STORAGE AND DISPOSAL:
- In a well ventilated area, away from open flames, other oxidizers, and sources of ignition.

WARNING:
This pesticide is toxic to fish and aquatic organisms.

Non-Printing Line:

PRINTING COLORS CHART

SPECIFICATION FOR LABEL Profile #SOR-6954

PMS # 866

Kiln Dried/Alkyd

Flexible Packaging

PRINTING COLORS CHART:

- Process Black
- Cyan
- Magenta
- Yellow

Adhesive Adhesive

Laminates With:

- White
- Clear

PRINTING:

- By Hand
- By Machine

- Side: Front:
- Front of Label Faces OUT
- Top Sheet:
- Front:
- Center:
- Back:
- Center:
- Bottom Film-Color:
- Front:
- Center:
- Back:

Non-Printing Line:

Your signature is certification that you have proofed the copy, layout, printing colors (see chart at left), and color position, confirmed all of the specifications (see chart at right) and that you find this artwork to be acceptable.

Fax: (215) 860-5688
Phone: (215) 860-7676
NEWTOWN, PA 18940
122 PENNS TRAIL