SEA GRANDPRIX 220 HS
LIGHT BROWN S
Antifouling Paint for Commercial Use Only in Heavy Duty Marine Market
To protect wood, fiberglass and/or metal vessels used in salt and fresh water
All Season Long Protection Against Moderate to Heavy Fouling

PRODUCT DESCRIPTION. SEA GRANDPRIX 220 HS is an antifouling paint, with self polishing
system and features a unique hydration mechanism during operation, resulting in long lasting antifouling

CAUTION. Causes moderate eye irritation. Avoid contact with eyes or clothing. Wear protective

CONTAINER DISPOSAL. Nonrefillable container. Do not reuse or refill this container. Prior to
product should be chemically reprocessed or disposed of according to procedures approved by
a National Pollution Discharge Elimination System (NPDES) permit and the permitting authority
stream, pond, estuary, ocean and other waters unless in accordance with the requirements
of wastes. Do not allow chips and dust generated during paint removal to enter water. Dispose of
removing the cartridge and a high efficiency (HE) filter. Remove contaminated clothing and wash

PRECAUTIONARY STATEMENTS
HAZARDS TO HUMANS AND DOMESTIC ANIMALS
CHEMICAL OR PHYSICAL HAZARD

ENVIRONMENTAL HAZARD

FIRST AID

CAUTION

FIRST AID

FIRST AID

FIRST AID

FIRST AID

FIRST AID

FIRST AID

CONTRIBUTION

STORAGE. Unmixed material (in closed containers) should be maintained in protected
vessels.

SYSTEMS AND COMPATIBILITY. CMP Coatings should be consulted for application advice,

APPLICATIONS AND INSTRUCTIONS. Sea Grand Prix 220 HS is available in:
Brown S, Light Brown S, Dark Brown S, Black, Violet, Green, Sea Blue, Beige, Red, Navy Blue,
Gray, Yellow, Blue, Pearl White, White, Pearl Grey, Flat, Gloss, Sparkle, Satin/Flat, Satin/Gloss,
Sparkle/Gloss, Solvent Liner, U.S. Patent No. 6,063,079

THINNING. Paint is formulated at spray viscosity and normally does not need to be thinned.

MIXING. This material is a one-component coating. Always stir paint thoroughly with a power
mixing equipment during the working day. Frequency of cleaning/flushing

SAFETY. Prior to use, obtain, consult and follow the Material Safety Data Sheet for this
product for added details concerning both product and health and safety information. Read

SHELF LIFE AND STORAGE. Store product in cool, dry well-ventilated area. Keep container
closed and upright when not in use to prevent leakage. Shelf life is 12 months under these
conditions. It is recommended to mix or flush-out spray equipment prior to use.

APPLICATION METHOD AND LIMITATIONS. Apply SEA GRANDPRIX 220 HS by spray,
brush or roller. Prior to application, all substrates must be free of ice, ice. Prepare the surface and apply recommended primer, according to manufacturer’s specifications. Do not apply over areas of delaminated
wear. Prepare surface and apply a spot coat of this product within

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to

PREPARATION. Wipe down with a non-abrasive cleaner and rinse with water to