The FreshWater Mineral Spa Sanitizer comes in two parts, the main body and the handle.

**INSTALLS IN SECONDS RIGHT INTO YOUR FILTER.**
1. Attach handle to main body.
2. Remove gray cap from filter standpipe.
3. Drop FreshWater Mineral Spa Sanitizer into filter standpipe, handle up.
4. Replace cap onto filter standpipe.
   Please refer to the operating manual for complete installation instructions.

**PRECAUTIONARY STATEMENTS**

**Hazard to Humans and Domestic Animals.**

**CAUTION**
In the unlikely event that a cartridge breaks, mineral media should not be ingested by humans or animals as it may cause gastric distress.

**FIRST AID**
If ingested: Call the Poison Control Center or a doctor immediately for treatment advice.

**STORAGE/DISPOSAL**
Storage - Store in areas inaccessible to small children.
Disposal - After 4 months of use, discard cartridge in household trash.
Do not save the cartridge for re-use. The cartridge is manufactured with mineral sealed media inside.
In the unlikely event a cartridge breaks, remove it and vacuum out any media introduced into the spa water.

**DIRECTIONS FOR USE**
It is a violation of Federal Law to use this product in a manner inconsistent with its labeling. See Owner's Manual inside box for directions for use.

**CHANGE THIS CARTRIDGE EVERY 4 MONTHS**
Use of this cartridge for longer than 4 continuous months will void the warranty. Discard this cartridge at the end of 4 months.