CONTENTS: 24-3/4 OZ. UNITS

FT/C
PREVENTATIVE MAINTENANCE FOR AIR CONDITIONING
CONDENSATE SYSTEMS-FOR INDUSTRIAL USE ONLY.

CDC ANTI-CLOG®
#1 UNITS

ACTIVE INGREDIENTS:
Alkyl (60% C14, 30% C16, 5% C12, 5% C18) Dimethyl Benzyl Ammonium Chloride - 20%
Alkyl (68% C12, 32% C14) Dimethyl Ethylbenzyl Ammonium Chloride - 20%
INERT INGREDIENTS: - 60%
TOTAL: -100%

KEEP OUT OF REACH OF CHILDREN
DANGER

CDC PRODUCTS CORPORATION
ONE HOLLOW LANE, LAKE SUCCESS, NY 11042
PATENT PENDING EPA REG. NO. 33427-4 • EPA EST. NO. 33427-NY-01

CONTENTS: 24-3/4 OZ. UNITS

FT/C
PREVENTATIVE MAINTENANCE FOR AIR CONDITIONING
CONDENSATE SYSTEMS-FOR INDUSTRIAL USE ONLY.

CDC ANTI-CLOG®
#1 UNITS

ACTIVE INGREDIENTS:
Alkyl (60% C14, 30% C16, 5% C12, 5% C18) Dimethyl Benzyl Ammonium Chloride - 20%
Alkyl (68% C12, 32% C14) Dimethyl Ethylbenzyl Ammonium Chloride - 20%
INERT INGREDIENTS: - 60%
TOTAL: -100%

KEEP OUT OF REACH OF CHILDREN
DANGER

CDC PRODUCTS CORPORATION
ONE HOLLOW LANE, LAKE SUCCESS, NY 11042
PATENT PENDING EPA REG. NO. 33427-4 • EPA EST. NO. 33427-NY-01
(TOP PANEL)

PREVENTATIVE MAINTENANCE FOR AIR CONDITIONER CONDENSATE SYSTEMS.
FOR INDUSTRIAL USE ONLY.

CDC ANTI-CLOG® #1 UNITS

ACTIVE INGREDIENTS:
Alkyl (60% C14, 30% C16, 5% C12, 5% C18) Dimethyl Benzyl Ammonium Chloride - 20%
Alkyl (68% C12, 32% C14) Dimethyl Ethylbenzyl Ammonium Chloride - 20%

INERT INGREDIENTS:

TOTAL - 100%

KEEP OUT OF REACH OF CHILDREN
DANGER

CDC PRODUCTS CORPORATION
ONE HOLLOW LANE, LAKE SUCCESS, NY 11042

PATENT PENDING EPA REG. NO. 33427-4 EPA EST. NO. 33427-NY-1

NET CONTENTS

(FRONT PANEL)

DO NOT REMOVE UNIT HOUSING

SEE SIDE PANEL FOR ADDITIONAL PRECAUTIONARY STATEMENTS. See other precautions on the back panel of this container and on the use directions enclosed.

DIRECTIONS FOR USE
It is a violation of Federal law to use this product in a manner inconsistent with its labeling.

1. DO NOT USE IN: HUMIDIFIERS, HUMIDIFIER SECTIONS OF AIR CONDITIONING SYSTEMS OR EVAPORATIVE COOLERS.
2. Clean condensate pan and drain before installing unit.
3. Place unit in pan, pad side down.
4. In pans with drain connections, place unit under the cooling coil in the middle of pan length.
5. Unit must be in contact with condensate.
6. This unit is designed and approved only for use in drain pans of Air Conditioning Systems and Refrigeration Systems.
FINAL LABEL CARTON

(TOP PANEL)

PREVENTATIVE MAINTENANCE FOR AIR CONDITIONER CONDENSATE SYSTEMS.
FOR INDUSTRIAL USE ONLY.

CDC ANTI-CLOG® #1 UNITS

ACTIVE INGREDIENTS:
Alkyl (60% C14, 30% C16, 5% C12, 5% C18) Dimethyl Benzyl Ammonium Chloride - 20%
Alkyl (68% C12, 32% C14) Dimethyl Ethylbenzyl Ammonium Chloride - 20%

INERT INGREDIENTS:
- 60%

TOTAL - 100%

KEEP OUT OF REACH OF CHILDREN
DANGER

CDC PRODUCTS CORPORATION
ONE HOLLOW LANE, LAKE SUCCESS, NY 11042

PATENT PENDING EPA REG. NO. 33427-4 EPA EST. NO. 33427-NY-1

NET CONTENTS

(FRONT PANEL)

DO NOT REMOVE UNIT HOUSING

SEE SIDE PANEL FOR ADDITIONAL PRECAUTIONARY STATEMENTS. See other precautions on the
back panel of this container and on the use directions enclosed.

DIRECTIONS FOR USE
It is a violation of Federal law to use this product in a manner inconsistent with its labeling.

1. DO NOT USE IN: HUMIDIFIERS, HUMIDIFIER SECTIONS OF AIR CONDITIONING SYSTEMS OR
   EVAPORATIVE COOLERS.
2. Clean condensate pan and drain before installing unit.
3. Place unit in pan, pad side down.
4. In pans with drain connections, place unit under the cooling coil in the middle of pan length.
5. Unit must be in contact with condensate.
6. This unit is designed and approved only for use in drain pans of Air Conditioning Systems and
   Refrigeration Systems.