FOR THE PRESERVATION OF METALWORKING FLUIDS

PRECAUTIONARY STATEMENTS

HAZARDS TO HUMANS AND DOMESTIC ANIMALS

DANGER

CORROSIVE. CAUSES EYE AND SKIN DAMAGE. DO NOT GET IN EYES, ON SKIN, OR ON CLOTHING. WEAR GOGGLES OR FACE SHIELD. CHEMICAL-RESISTANT GLOVES, COVERALLS OR LONG-SLEEVED SHIRT AND PANTS, AND SHOES PLUS SOCKS SHOULD BE WORN WHEN HANDLING THIS PRODUCT. HARMFUL IF SWALLOWED OR ABSORBED THROUGH SKIN. MAY BE FATAL IF INHALED. DO NOT BREATH VAPORS OR SPRAY MIST. WASH THOROUGHLY AFTER HANDLING AND BEFORE EATING, DRINKING, OR USING TOBACCO. REMOVE AND WASH CONTAMINATED CLOTHING BEFORE REUSE. MAY CAUSE ALLERGIC SKIN REACTION.

PERSONAL PROTECTIVE EQUIPMENT: APPLICATORS AND OTHER HANDLERS MUST WEAR: COVERALLS OR LONG-SLEEVED SHIRT AND LONG PANTS, CHEMICAL-RESISTANT FOOTWEAR AND SOCKS, GOGGLES OR FACE SHIELD, CHEMICAL-RESISTANT GLOVES (SUCH AS BARRIER LAMINATE OR VITON).

ENVIRONMENTAL HAZARDS: THIS PRODUCT IS TOXIC TO FISH. DO NOT DISCHARGE EFFLUENT CONTAINING THIS PRODUCT INTO LAKES, STREAMS, PONDS, ESTUARIES, OCEANS OR OTHER WATERS UNLESS IN ACCORDANCE WITH THE REQUIREMENTS OF A NATIONAL POLLUTION DISCHARGE ELIMINATION SYSTEM (NPDES) PERMIT AND THE PERMITTING AUTHORITY HAS BEEN NOTIFIED IN WRITING PRIOR TO THE DISCHARGE. DO NOT DISCHARGE EFFLUENT CONTAINING THIS PRODUCT TO SEWER SYSTEMS WITHOUT PREVIOUSLY NOTIFYING THE LOCAL SEWAGE TREATMENT PLANT AUTHORITY. FOR GUIDANCE CONTACT YOUR STATE WATER BOARD OR REGIONAL OFFICE OF THE EPA. DO NOT CONTAMINATE WATER BY CLEANING OF EQUIPMENT OR DISPOSAL OF WASTES.

ACTIVE INGREDIENT:
N-BUTYL-1,2-BENZISOTHIAZOLIN-3-ONE........................45%
INERT INGREDIENTS:..............................................55%
TOTAL INGREDIENTS:.............................................100%

KEEP OUT OF REACH OF CHILDREN.

DANGER

FIRST AID

IF INHALED: MOVE PERSON TO FRESH AIR. IF PERSON IS NOT BREATHING, CALL 911 OR AN AMBULANCE, THEN GIVE ARTIFICIAL RESPIRATION, PREFERABLY MOUTH-TO-MOUTH.

IF ON SKIN OR CLOTHING: TAKE OFF CONTAMINATED CLOTHING. RINSE SKIN IMMEDIATELY WITH PLENTY OF WATER FOR 15-20 MINUTES. CALL A POISON CONTROL CENTER OR DOCTOR FOR TREATMENT ADVICE.

IF IN EYES: HOLD EYE OPEN AND RINSE SLOWLY AND GENTLY WITH WATER FOR 15-20 MINUTES. REMOVE CONTACT LENSES, IF PRESENT. AFTER THE FIRST 5 MINUTES, THEN CONTINUE RINSING EYE. CALL A POISON CONTROL CENTER OR DOCTOR FOR TREATMENT ADVICE.

IF SWALLOWED: CALL A POISON CONTROL CENTER OR DOCTOR IMMEDIATELY FOR TREATMENT ADVICE. HAVE PERSON SIP A GLASS OF WATER IF ABLE TO SWALLOW. DO NOT INDUCE VOMITING UNLESS TOLD TO DO SO BY A POISON CONTROL CENTER OR DOCTOR. DO NOT GIVE ANYTHING BY MOUTH TO AN UNCONSCIOUS PERSON.

Medical Emergency Information Center
1-800-654-6911

HAVE THE PRODUCT CONTAINER OR LABEL WITH YOU WHEN CALLING A POISON CONTROL CENTER OR DOCTOR, OR GOING FOR TREATMENT.

NOTE TO PHYSICIAN: PROBABLE MUCOSAL DAMAGE MAY CONTRAINDICATE THE USE OF GASTRIC LAVAGE FOLLOWING INGESTION.

FOR INFORMATION ON SPILLS.
CALL 1-800-654-6911

SEE ADDITIONAL PRECAUTIONS ON SIDE PANEL.

EPA REG. NO. 1258-1286
EPA EST. NO. 44616-MO-2

MADE IN: UK
PRODUCT CODE: 45421
LOT NUMBER: 0003

MANUFACTURED BY:

Arch Chemicals Inc.
501 Merritt 7
Norwalk, CT 06856

WA JUN 2 3 2008 1258-1286 (128/3108) 31221
DIRECTIONS FOR USE
IT IS A VIOLATION OF FEDERAL LAW TO USE THIS PRODUCT IN A MANNER INCONSISTENT WITH ITS LABELING.

PRECAUTIONARY STATEMENTS ON THE OPERATION OF METALWORKING EQUIPMENT WITH MWF CONTAINING DENSIL DG 45
For use in closed metalworking and delivery systems only. Do not permit contact with mixer/loaders or machinists. DENSIL DG 45 may be used only in enclosed metalworking systems with local exhaust ventilation. DENSIL DG 45 may NOT be used to preserve metalworking fluids intended for use in machining operations which are not enclosed, even when such operations do not generate significant MWF aerosol. In cases where a central sump is used, DENSIL DG 45 may NOT be used as a post additive treatment for the metalworking fluid unless all machining operations using this fluid are enclosed, even when the unenclosed equipment is not actively in use. Do not use this product to treat metalworking fluids that will be resold for use in non-enclosed metal cutting systems.

DENSIL DG 45 is an effective fungicide in most aqueous metalworking fluids. Typical applications, and the suggested range of concentrations on which trials can be based, are:
Fluid Concentrate: Densil DG 45 Fungicide should be added to metalworking fluid concentrates at a level that ensures the final use dilution fluid will contain 55 to 445 ppm of product (25 to 200 ppm active agent).
Use Dilution Fluid: Note that grossly contaminated systems may require mechanical removal of fungal masses, and cleaning of the system before biocide treatment is begun.
Initial Dose: For a noticeably fouled system, add 0.47 to 3.94 lbs. (7 to 55.6 fl. oz.) of Densil DG 45 Fungicide per 1000 gallons of fluid. This will generate a concentration of 25 to 200 ppm active agent.
Subsequent Dose: For maintenance of a clean system, add 0.09 to 0.58 lbs. (1.3 to 8.6 fl. oz.) of Densil DG 45 Fungicide per 1000 gallons of fluid on a periodic basis to maintain microbial control. This quantity will generate a fungicide concentration of 5 to 30 ppm active agent. The frequency of maintenance dosing will be affected by the amount of fluid lost to drag out and other displacements, but also by the severity of the contamination, by the system design, by the effectiveness of system filtration, and by other system variables.

STORAGE AND DISPOSAL: DO NOT CONTAMINATE WATER, FOOD OR FEED BY STORAGE OR DISPOSAL. OPEN DUMPING IS PROHIBITED.

STORAGE: PROTECT FROM FROST. IF FROZEN, THAW AND STIR WELL BEFORE USE.

PESTICIDE DISPOSAL: PESTICIDE WASTES ARE ACUTELY HAZARDOUS. IMPROPER DISPOSAL OF EXCESS PESTICIDE SPRAY MIXTURE OR RINSATE IS A VIOLATION OF FEDERAL LAW. IF THESE WASTES CANNOT BE DISPOSED OF BY USE ACCORDING TO LABEL INSTRUCTIONS, CONTACT YOUR STATE PESTICIDE OR ENVIRONMENTAL CONTROL AGENCY, OR THE HAZARDOUS WASTE REPRESENTATIVE AT THE NEAREST EPA REGIONAL OFFICE.

CONTAINER DISPOSAL: TRIPLE RINSE (OR EQUIVALENT). THEN OFFER FOR RECYCLING OR RECONDITIONING, OR PUNCTURE AND DISPOSE OF IN A SANITARY LANDFILL, OR BY OTHER PROCEDURES APPROVED BY STATE AND LOCAL AUTHORITIES.

DENSIL® is a Registered Trademark of Arch UK Biocides, Ltd.

CONTENTS: 55 LBS. NET MINIMUM
(APPORX. 7 U.S. GALLONS)
CORROSIVE LIQUID, N.O.S.
(CONTAINS N-BUTYL-1, 2-BENZISOTHIAZOLIN-3-ONE)